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SUMMARY :

LRS provides a self-extracting program, ALLTALKSERVER.EXE, which automatically installs the AllTalk Server as a service on a Windows 2000, 2003 or XP computer.

Access to the Internet is required during the installation of AllTalk Server.

INSTALLATION PROCESS :

From the AllTalk web site, click on the self-extracting ZIP copy of Alltalkserver.exe to load the Setup Wizard.
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Note:  For users who are upgrading an EQ2 system, click on the "Load Settings from EQ2" button.   See Appendix "A" for details.
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LICENSING INFORMATION


















The Installer will Open to a Web page Introduction.  This has instructions for configuring IIS for use with Alltalk Server.
Please follow these instructions to complete your installation.

Enter suitable TEXT to describe this installation of AllTalk Server





�





�





Enter your Public Internet Host (or I.P.) Address.   This is likely to be "AllTalk" together with your primary domain name





�





Enter the "mail" Domain name for this AllTalk Server.





(This is typically the same as the Internet Host Name)





�





Enter the PORT number for incoming SMTP messages.





Alltalk typically uses 21025.





�





Enter the POP3 port number.





Typically, AllTalk uses port 21110.





�





Enter a suitable pathway for the storage of client mailboxes.





The default is C:\AllTalkServer\





Note:  "Mailboxes" is automatically inserted to the address, e.g.


C:\AllTalkServer\mailboxes





�





�





Enter a URI for access to this AllTalk Server's Web Interface











Typically, this path uses the primary domain together with sensible defaults, e.g.





http://www.lrsupport.com.au/alltalk/apps/alltalkwi.exe


(Where alltalkwi.exe is the AllTalk Web interface program)








�





Enter a folder for Web management programs and pages.  This can be on a different Server (e.g. primary Web Server)





Typically, this will be in the IIS path, e.g.


C:\inetpub\wwwroot\alltalk








Click "Finish" to complete the installation process





�





(You will be warned if the Web Management path is not available)





�





Enter a secure Password for the AllTalk Manager.





�





You now need a Licence Key for this AllTalk Server.





If you have not already received your Key, contact LRS.





Click YES to proceed





�





Copy your 32 byte Key Code complete with hyphens and paste into the Key Code field.





Click OK to proceed





�





Enter the EMB (Confirmation Code) which is part of the Licence Key code provided by LRS.





Click OK to proceed





�





A 32 byte word is displayed when installation has been successfully completed.





Click OK to begin an AllTalk session
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